
 
 

 
 

 

  

 
 
   
   



 
 

 
 

Materials Included: 

1. Z-Clip, temporarily screwed on the backside of the tackboard 

2. Screws, #8 X 1-1/2” L (or longer to reach studs - Provided by Installer) 

 

 

 

 
 

 

 

 

 

 

 

 

Unscrew the mating Z-Clips (Temporarily affixed to Tackboard).  Leave the Top Z-Clips 

in-place. 
 

Top Z-Clip – Do Not 

Unscrew 



 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Mark a line representing the Top and Bottom of the Tackboard onto the wall where 

Tackboard will be mounted. Then mark another line, 2-1/8” below the top of 

Tackboard. And another line 1-3/8” above the bottom of the Tackboard.  

 

Top of 

TackBoard 

TackBoards 

available in 

different heights 

(from 6” to 22” 

high) 
Bottom of 

TackBoard 

Top Z-Clip 

Location 

Bottom Z-Clip 

Location 

2-1/8” 

1-3/8” 



 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Wall 

 

Using the marked lines, align the bottom of the z-clips. Screw Z-Clip onto wall.   

 

Z-Clip 

Top of 

TackBoard 

Bottom of 

TackBoard 

NOTE: Z-CLIP MUST 

HAVE THE VOID 

AREA ON THE TOP 

SIDE TO CATCH THE 

MATING CLIP 

Void (Open) 



 
 

 
 

   

Mount by sliding Tackboard down and mating the clips together.  


